Dalgig Motorlari Submersible Motors
Kablo Uzunluk Tablosu Cable Length Table

Direk Baglama / Direct Starting (DOL)

Motor Giicii Voltaj Karsit Kesit Kablolar 3X... mm2 / Cablescross sections 3X... mm2 Bu tabloda gdsterilen max.
Motor Power | Voltage | 25[ 4 | 6 | 10 [ 16 [ 25 [ 35 | 50 [ 70 [ 95 [ 120150 | Kablo uzuniugu 25 °C
sicaklikta 3 % voltaj

kW_|Cv-Hp Max Uzunluk / Max lenght diisiikligiinde hesaplanmistir.

3 L il || L 380 den farkli voltaj igin
45 | 6 | 380V. | 110] 170 | 260 | 450 kablo uzunlugu voltaj oraninda
55 | 7.5 | 380V. | 80 | 130 | 190 | 340 | 540 arturii

7.5 10 380 V. 60 | 100 | 150 | 250 | 410 500V |g||'| =(5G0 : 380) X
D 60 {100 [ 170 | 280 | 440 tabloda gdsterilen uzunluk.

15 | 20 | 380V. 80 | 130 | 210 | 330 | 460 | 660 Gekilen amper 500 V vol-
185 | 25 | 380V. 100 | 170 | 260 | 370 | 175 taja isaret eder

22 | 30 | 380V. 90 | 140 | 220 | 310 | 440

30 | 40 | 380V. 100 | 170 | 230 | 330 | 460

37 | 50 | 380V. 130 | 190 | 270 | 380 | 520 Max. cable lenght shown
45 | 60 | 380V. 110 | 160 | 230 | 320 | 440 | 550 O 115 OIS EdGlialed 00 4
55 | 75 | 380V 120 [ 170 | 240 330 | 410 | 530 /0@ge drop of 3% ata
625 | 85 | 380V. 110 | 150 | 220 | 290 | 370 | a70]| [EMPeralure o/25 °C.

81 | 110 | 380V. 86 | 130 | 180 | 245 | 310 | 300|  Forvolages dirferent from
92 | 125 | 380V. 110 | 160 | 220 | 275 | 340| 960V or 220 cable Tength is
110 | 150 | 380V. 130 | 180 | 220 | 290 pro_portronal to the voltages
129 | 175 | 380V. 155 [ 195 | 250 ’@llo-

150 | 200 | 380V. 130 | 170 | 220 Example: for 500V =
165 | 225 | 380V. 125 | 150 | 190| (©00:380) x lenght shavvn in
185 | 250 | 380V. 170 | (he table.

N.B. : absorbed Amps. will
be referred to 500 V voltage.

A /\ Baglama / Star - Delta Starting

Motor Giicii | Voltaj Karsit Kesit Kablolar 3X... mm2 / Cablescross sections 3X... mm2

Motor Power | Voltage | 25| 4 | 6 | 10 16 | 25 [ 35 | 50 | 70 | 95 | 120]150 |

kW |CV-HP Max Uzunluk / Max lenght . .
3 | 4 | 380v. | 140]230]370 Katalogumuzdaki
45 | 6 | 380V. | 100 170 | 270 | 400 teknik ozellikler ve
55 | 7.5 | 380V. | 70 | 120 | 200 | 300 | 500 tasanm basim

75 | 10 | 380V. | 57 | 90 | 150 | 220 | 380 tarihindeki kogullara
11 | 15 | 380V. | 39 | 60 | 100 | 150 | 260 | 400 goredir. Urtinlerimizin
15 | 20 [ 380V. 50 | 80 | 110 [ 200 | 310 | 490 tasanim ve teknik
185 | 25 | 380V. 60 | 90 | 160 | 250 | 400 | 560 ozellikleri degistirme
22 | 30 [ 380V. 50 | 70 | 130 | 210 | 340 | 470 hakkimiz sakl

30 | 40 | 380V. 60 | 100 | 160 [ 250 [ 360 | 500 tutulmugtur.

37 | 50 | 380V. 40 | 80 | 130 | 200 | 290 | 410 _

45 | 60 | 380V 70 [ 110 [ 170 | 240 | 350 | 480 Technical features
55 | 75 | 380V. 80 | 130 | 180 | 260 [ 360 [ 500 and design at our
62.5 | 85 | 380V. 70 [ 120 [ 170 | 245 [ 340 | 465 | 535 catalogue are related fo
g1 | 110 | 380V. 100 | 150 | 200 | 290 | 380 | 440 | 540 conditions at the

92 | 125 | 380V. 120 | 170 230 | 300 | 370 [ 450 | printing date. Our rights
110 | 150 [ 380V. 100 | 140 | 200 | 250 | 300 [ 370 | for changing our
129 | 175 | 380V. 125 | 170 | 230 | 280 | 330 | products design and
150 | 200 | 380V. 150 | 190 | 230 | 280 | fechnical features are
165 | 225 | 380V. 130 | 170 | 200 | 240 reserved.

185 | 250 | 380V. 125 | 160 | 190 | 230

Firmamiz geligmeler nedeniyle dedigiklik hakkini sakl tutar.
Due to continuous improvement in design we reserve the right to amend specifications or data without prior notice.



